ADDITIONAL ATTACHMENTS FOR THIS
AGENDA ITEM ARE AVAILABLE AT
THE PUBLIC INFORMATION DESK OR
THE CITY CLERK’S OFFICE LOCATED
AT CITY HALL, 455 E. CALAVERAS BLVD,

MILPITAS, CA
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HORTSCIENCE .

Elmwood P.0. BOX 754 PLEASANTON CA 94566
Inspection Summary (925) 484-0211 FAX (925) 484-5096
INSPECTION DEVELOPMENT STAGE
Date: May 23, 2005 1 Pre-construction

O Tree care
Inspector; Jim Clark O Trenching

#  Demolition/stripping

B Rough grading
Also present; O Sireets/utility’drainage

0 Building construction

O Fine gradingflandscaping

O Other

Contractor was removing elms on the west side of the
property, to fence that borders the Fire Department facility
(tree #221 — 255). Most of the trees had been felled,
brush chipped and logs piled. Logs had either large
hollows (red arrow) or extensive decay (white arrow).

| also inspected stumps and trees on the ground. The
situation was similar to that of the logs: decay was
extensive.

Tree #223 is lllustrated below and represents a typical
section of lower trunk. The center was hollow, the
surrounding wood decayed & discolored, and a bee hive
was present in the tree.

The contractor plans to inspect all logs for any sound 8' long
sections that might be milled. It is possible that one or two
pleces may be suitable for milling.

RECOMMENDATIONS AND FOLLOW-UP

None at this time,

Jim Clark jim@hortscience.com
Certified Arborist WE-0846



